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PROMETAL®

TRAPE DE VIZITARE

Trapele de vizitare reprezintd un
accesoriu indispensabil sistemului de
finisaj uscat (gips carton), care ofera
proiectantilor si constructorilor o mai
mare libertate de gestionare a spatiilor,
prin imbinarea functionalitatji, carac-
terului estetic si facilitatii de intretinere.

Trapele de vizitare cu carcasa din
aluminiu si cu placa de gips carton,
accesibile chiar si in modul etans,
ermetice impotriva aerului sau prafului,
pot fi perfect incorporate in perete, prin
placi, dar siin plafoanele moderne.

Sistemul de inchidere si sistemul de
fixare aproape invizibile la instalare,
confera trapelor de vizitare solutia
potrivita pentru orice exigenta de
instalare.

Spatiul format intre planseul brut al
unei constructii si plafonul final sau
intre structura peretilor si cea de gips-
carton, poate reprezenta o locatie
adecvata a traseului tehnic. Pentru a
avea acces la aceste instalatii, din
considerente de intretinere si reparatii,
se recomanda instalarea trapelor de
vizitare.
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INSPECTION HATCHES

Inspection hatches represent an
indispensable accesory for the dy
finishing system (plaster-cardboard),
which offers to designers and
constructors a greater liberty to
manage spaces, by mixing functi-
onality, esthetical character and
maintenance facility.

Inspection hatches with alluminium
casing, with plaster-cardboard pane,
accessible even in the sealed mode,
hermetical against air or dust, can be
perfectly incorporated into walls, by
panes, and also in modern ceilings.

The closing system and the restraint
system, almost invisible when
assembling, offer inspection hatches
the right solution for any assembly
exigency.

The space formed between the raw
bridging of a construction and the final
ceiling or between the structure of the
walls and that of the plaster-cardboard
structure may represent an adequate
location of the technical layout. In order
to have access to these installations,
because of maintenance and repairing
considerations, the assembly of
inspection hatches is recommended.
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CARACTERISTICI
TEHNICE

Trapa de vizitare este realizata din
profile de aluminiu, cu placa din gips
carton si din doua sisteme de inchidere
cu clic, reglabile. Cele doua rame ale
trapei de vizitare sunt realizate din
patru profile strans imbinate printr-un
mecanism special. Trapele de vizitare
se distribuie cu sistemul de siguranta,
care se agata dupa fiecare utilizare a
usitei, pentru a evita posibile incidente.
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TECHNICAL
CHARACTERISTICS

The inspection hatch is made of
alluminium profiles, with plaster-
cardboard pane and two adjustable
click closing systems. The two frames
ofthe inspection hatch are made of four
profiles tightly joined through a special
mechanism. Inspection hatches are
distributed with the safety system, that
is fastened after every use ofthe door in
orderto avoid possible incidents.




AVANTAJE

Utilizarea in constructii a trapelor de

vizitare ofera un set de avantaje cum ar fi:

« instalare economica, simpla si rapida
pentru orice tip de aplicatie (perete,
plafon, pereti cu faianta);

« personalizarea lucrarilor si inspec-
tareafacila a acestora;

« acces optim chiar in cazul unei revizii
riguroase;

* libertatea de design a proiectelor.

ADVANTAGES

The usage of inspection hatches in
constructions offers a set of advantage,
suchas:

e economical, simple and fast
assembly for any type of application
(wall, ceiling, walls with faience);
customization of works and their easy
inspection;

optimal access even in the case of a
thorough revision;

freedom in design of projects.

TIPUL DENUMIRE PRODUS DIMENSIUNI DIMENSIUNI
Type Product Name USITA RAMA EXTERNA
Door External Frame
Dimensions Dimensions
-mm - -mm -
- Trapa de vizitare 300x300mm 292%x292 348x348
PMT-TA33 300x300mm Inspection Hatch
Trapa de vizitare 400x400mm
PMT-TA44 | 400x400mm Inspection Hatch 392x392 448x448
Trapa de vizitare 500x500mm
PMT-TASS | 500x500mm Inspection Hatch |~ 492%492 548x548
Trapa de vizitare 600x600mm
PMT-TAG6 | 600x600mm Inspection Hatch |~ 592x592 648x648

Dimensiunile produselor au toleranta de =1mm.
La cererea clientului, fabricam trape de vizitare cu dimensiuni atipice

(ex. 600x800mm; 500x900mm...).

The dimensions of the products have a tolerance of =1mm.
At customer’s request we manufacture inspection hatches with atypical size

(ex. 600x800mm; 500x900mm).
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INSTRUCTIUNI DE
MONTAJ

Montajul ramei se efectueaza cu
holsuruburi autofiletante de 25mm.

La fixarea pe perete, dispozitivul de
acces (usita) trebuie sa fie mereu
orientat catre plafon, iar arcul de
sustinere trebuie eliminat.

inainte de vopsire se recomanda
protejarea la interior si la exterior a
imbinarilor dintre dispozitivul de acces
(usita) si rama trapei, cu hartie auto-
adeziva sau curatareaimediata.

Pentru a nu compromite alinierea
dispozitivelor de inchidere cu clic, nu
trebuie inversate sau schimbate intre
ele usitele trapelor.

La cerere, exista carlige de incastrare
care permit sprijinirea trapelor inainte
de montarea straturilor de gips carton.
Masurile indicate sunt obfinute din
spatiul util ramas intre profilele de tavan
de 50/27 montate la interax de
300/400/500/600mm.
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ASSEMBLY
INSTRUCTIONS

The assembly of the frame is made with
25mm self-drilling screws.

When assembling on the wall, the
access device (the little door) must
always face the ceiling, and the support
spring must be eliminated.

Before applying paint, it is reco-
mmended that you protect the inside
and outside of the joints between the
access device (the little door) and the
hatch frame, with self-adhesive paper
orimmediate cleaning.

In  order not to compromise the
alignement of the click closing devices,
the doors of several hatches must not
be inverted or charged between
themselves.

On request, there are restraint hooks
that allow the bracing of the hatches
before assembling the plaster-
cardboard panes.

The dimensions indicated are obtained
from the net space remaining between
the ceiling profiles of 50/27 assembled
atthe interaxle of 300/400/500/600.




COTE DE MONTAJ ASSEMBLY HEIGHTS

DIMENSIUNI (mm)
TIPUL Dimensions (mm)

Type

A B C D E F G H

PMT-TA33 292 292 348 348 12,5 30 27 17,5

PMT-TA44 392 392 448 448 12,5 30 27 17,5

PMT-TA55 492 492 548 548 12,5 30 27 17,5

PMT-TA66 592 592 648 648 12,5 30 27 17,5

Conform legilor in vigoare cu referire la drepturile de autor, aceasta brosura nu poate fi copiata, reprodusa sau oferita altor persoane sau firme
fara autorizarea S.C. PROMETAL S.R.L. Informatiile si datele mentionate sunt valabile in contextul mentionat. Nu se ofera nici o garantie
pentru conditiile care nu se supun contextului. Fiecare utilizator trebuie sa execute probele necesare pentru a determina compatibilitatea
materialului cu proiectul dorit. Pentru aplicatii speciale, va rugam contactati Departamentul Tehnic. S.C. PROMETAL S.R.L. isi rezerva
dreptul de a schimba datele din acest catalog fara nici un preaviz.

In accordance with copyright law currently in force, this publication may not be copied, reproduced or divulged to other persons or legal entities without the consent of PROMETAL S.R.L. The information and data

provided are given in good faith and believed to be correct on the basis of current knowledge and practice. However, the company cannot be held liable for the use of the said information and data, nor can any form of

guarantee be presumed. Each user must perform 1y tests to ine the suitability of the material for the specific application concerned. For specific cases, please contact our Technical Department.

PROMETAL S.R.L. reserves the right to change the data provided without notice.
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S.C. PROMETAL S.R.L.

Sediu Administrativ, Fabrica si Depozit:
Sos. de Centura a Mun. Bucuresti, nr 103

Oras Popesti Leordeni, Judet lIfov
Cod Postal 077160, ROMANIA
Telefon (004) 021 5296 200

(004) 0722 855 782

Fax (004) 021 5296 201

Coordonate GPS:
Longitudine 26°10’48” E
Latitudine 44°20’53” N
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